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All asphalt plants that produce 75,000 tons* per year or more of asphalt mixture MUST comply with the new 
standards and regulations outlined under Title 6 of the New York Codes, Rules and Regulations (NYCRR) 
Subpart 220-3. These standards replace those previously outlined in Subpart 212-4. Subpart 220-3 covers both 
new (permit application submitted on or after 9/5/2024) and existing equipment, with specific rules for each.

The new regulation requires blue smoke and dust control, aggregate dryer particulate and NOx emissions limits,  
daily recordkeeping, storage requirements, and annual servicing/inspections. These changes will be phased in 
over the next five years.  

Summary of Requirements Now in Effect (as of 9/5/2024):
•	 Daily Records – daily records must be maintained for  

two years onsite and for the life of the permit on or offsite 
(i.e., tons of asphalt produced, Recycled Asphalt (RAP) 
used, hours of burn operation, baghouse differential 
pressure, warm mixed tons produced, amount and type 
of fuel consumed, instantaneous visual stack opacity 
reading, stack temperature, and RAP moisture content).

•	 Annual Service – perform service and maintain records for 
burners, baghouses, storage tank heaters and ductwork.

•	 Fugitive Dust Control and Spill Control – plant operators 
will ensure that fugitive dust does not leave the property.

By 9/5/2025, liquid asphalt cement tanks will be  
required to install a vent condenser (or another suitable 
VOC control device). A detailed plan must be submitted to 
NYSDEC that outlines the intended method for reducing 
moisture in aggregate stockpiles. By March 5, 2026, blue 
smoke controls for units with > 500,000 tpy must be in 
place for storage silos, drag slats, and load-out. 

By 9/5/2027, existing aggregate dryers will need to meet 
NOx and PM limits as listed in 220-3.5, Table 1. New blue 
smoke controls for drag slats, pug mills, hot screens, 
and asphalt storage silo filling will be phased in between 

2025 and 2029, depending on the production levels 
of each unit. Blue smoke emissions must be captured 
and either returned to the drum dryer, controlled with 
a coalescing filter, or controlled with another method 
approved by NYSDEC. Truck load-out operations within 
750-feet of the asphalt plant property line require 
a dedicated control device to eliminate blue smoke 
emissions. 

For all operations, newly installed aggregate dryers 
will need to meet the new PM and NOx limits at time 
of construction. Opacity may not exceed 20%, as 
demonstrated by Method 9. 

WE CAN HELP. Contact the Small Business 
Environmental Support Office (SBESO) for FREE and 
CONFIDENTIAL compliance assistance related to  
your hot mix asphalt facility 1-877-247-2329 or  
SBESO@esd.ny.gov. 

In addition, free, and confidential permitting assistance 
is available through the Small Business Environmental 
Assistance Program, at (585) 475-7869 or SBEAP@rit.edu. 

* Calculate production level by taking the average of the 
three highest manufacturing years from the last five years.
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